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WIDTH VARIES (SEE PLAN) 4’-0"

T
2

CONCRETE CURB
(SEE DETAIL)

€ ROAD

) (SEE PLAN)
/4" PER FT 2
- 1

— | . MAX.

MAX.
(SEE PLAN)

Q

—— 1”7 ASPHALTIC TOP N.Y.S.D.0.T. ITEM #403.17
1 1/2” ASPHALTIC BINDER NYSDOT ITEM #403.13

3" ASPHALTIC BASE N.Y.S.D.O.T. ITEM #403.12

12" SUBBASE COURSE N.Y.S.D.O.T. ITEM #304.02

COMPACTED SUBGRADE

PROVIDE UNDERDRAIN IN CUT AREAS (SEE DETAIL)

ACCESS ROAD DETAIL

(N.T.S.)

1.5” ASPHALTIC TOP COURSE
(N.Y.S.D.0.T. ITEM 403.17)

2" ASPHALTIC BINDER COURSE
(N.Y.S.D.0.T. ITEM 403.13)

3" ASPHALTIC BINDER COURSE
(N.Y.S.D.0.T. ITEM 403.13)

/
/| 12" SUBBASE COURSE
(N.Y.S.D.O.T. ITEM 304.02)
COMPACTED SUBGRADE

SITE PAVEMENT SECTION DETAIL

(FOR ALL ACCESS AISLE AREAS)

(N.T.S.)

1.5” ASPHALTIC TOP COURSE
(N.Y.S.D.0.T. ITEM 403.17)

3" ASPHALTIC BINDER COURSE
(N.Y.S.D.0.T. ITEM 403.13)

/ ﬂ/

/| 8" SUBBASE COURSE

(N.Y.S.D.0.T. ITEM 304.02)
COMPACTED SUBGRADE

PARKING SPACE PAVEMENT SECTION DETAIL

(FOR ALL PARKING SPACES)

(N.T.S.)
5" ——3000 PSI. AIR—ENTRAINED CONCRETE
3/4” RADIUS
SPRAY CURE EXPOSED FACES
FINISHED %\Gmf/ \
/
©
I
©
N
T GAPI I
COMPACTED mcm%%m|\ S50S0=8 e
Vs‘

NOTE: ISOLATION JOINTS 1,/2” WIDE SHALL BE INSTALLED
IN THE CURB 20°-0" APART AND SHALL BE FILLED
WITH CELLULAR COMPRESSION MATERIALS AS SPECIFIED,
RECESSED 1/4” IN FROM FRONT FACE AND TOP OF CURB.

SITE CONCRETE CURB DETAIL

(N.T.S.)

TOPSOIL FINISH GRADE (SEE PLAN)

EXISTING o§um|/ (SEED AND MULCH)

3/4” STONE ASPHALT PAVEMENT

6"¢ PERFORATED s
HDPE (HOLES DOWN) o

FILTER FABRIC
(MIRAFI 140N OR EQUAL)

UNDERDRAIN DETAIL

(N.T.S.)

ALTERATION OF THIS DOCUMENT, UNLESS UNDER THE DIRECTION
OF A LICENSED PROFESSIONAL ENGINEER, IS A VIOLATION OF
SECTION 7209 OF ARTICLE 145 OF THE EDUCATION LAW.
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DUMPSTER
(BY OTHERS)

——4' X 4" P.T.
POST (TYP)
mMIQB—
* HIGH WOOD
PLAN STOCKADE FENCE

- PRIMED & PAINTED
COLOR BY OWNER

\l\ INISH GRADE
[T

2
e}
/ﬁ CONC. SLAB WITH 3

~——8" # CONCRETE
FOOTING (TYP)

MIN.

” ” 3
6"X6" /#10X#10 WWF

OVER 6" THICK 3/4"
CRUSHED STONE L |

3000 PSI. AIR—-ENTRAINED CONCRETE
ELEVATION

DUMPSTER ENCLOSURE DETAIL

(N.T.S.)

12°-0”

3" DIA. GALVANIZED STEEL
SCHEDULE 40 PIPE

INDUSTRIAL LATCH
WITH PAD LOCK

] 5 2" DIA. GALVANIZED STEEL 5
SCHEDULE 20 PIPE
i 5
1o “ N
3
" 4” DIA. GATE o
POST (TYP)
N\I Q‘-
TYP
(N.T.S.)
° ———— PROPOSED TRAFFIC SIGN (SEE PLAN)
S \
g ——————— GALVANIZED BOLTS WITH NUTS 5/16" DIA.
g
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RIB—BAK U—CHANNEL,
GALVANIZED STEEL, 3#/FT.,
BREAKAWAY POST AS
MANUFACTURED BY
MARION STEEL CO., OR
APPROVED EQUAL FACE OF CURB
FINISHED GRADE = o
\ ol [572 PAVEMENT
N ~
o |3
_ -~
| &
COMPACTED SUBGRADE ~

IRAFFIC SIGN DETAIL

(N.T.S.)

5” MIN\M_.‘ 3” |

7-1/2"

1” RADIUS

| (e.)

ASPHALT CURB DETAIL

(N.T.S.)

GALVANIZED CORRUGATED BEAM GUIDE RAILING

| 10° 0.C. (TYP.) |
SHOP CURVED RAIL [ \ |
/
iE \
o[ )
] %
GALVANIZED POST Qfxmbg. DETAIL ..XC .
\hz\mtmm GRADE \ N
=T
®
~
NOTE:
ALL DETAILS AND HARDWARE SHALL CONFORM
Ul 70 NYSDOT SECTION 606 “GUIDE RAILING” SPECIFICATIONS, W — L

ENGLISH UNITS

CORRUGATED BEAM GUIDE RAIL DETAIL

(N.T.S.)

CONCRETE WALKWAY
(SEE DETAIL)

1/2"R—
1'-0 |+|

TYP. : /’
PROVIDE 1/2" EXP. JT.

6" | MIN.—/
@ CONCRETE WALKWAY
—— #4 BARS 12" O.C.B.W.

CONCRETE WALKWAY-
(SEE DETAIL)

F y 6" CRUSHED
7 — STONE
- NOTES:
mmmmmmmwu 1. REFER TO PLAN FOR NUMBER OF RISERS
AND TREADS.

PROVIDE 1/2* EXP. JT.
@ CONCRETE WALKWAY

1’0"
CONCRETE STEPS DETAIL
(N.T.S.)
CONCRETE CURB
6" REVEAL 5'—0" MIN. 3 MIN. 5-0" MIN. 6" REVEAL
> 5/8" REVEAL .\ >
N , Q
1:10 1:10
SLOPE , SLOPE
MAX. 4 MiN. MAX,
ISOLATION JOINT
PLAN
DROP CURB AND RAMP DETAIL
(N.T.S.)
5” CONCRETE W/6"x 6”/#10 x #10
W.W.F. AND CONTRACTION JOINTS EVERY wwmo%\ummﬂ\w AIR—ENTRAINED
6'—0" AND ISOLATION JOINTS EVERY \
30’ /,\\%\mm (SEE nié\ \‘Iz\m:mu GRADE
~ /
X: X X X

v

/IG 6" THICK 3/4" CRUSHED STONE
OMPACTED SUBGRADE

CONCRETE SIDEWALK DETAIL

(N.T.S.)

\\M: THICK LAYER OF 3/4" CRUSHED STONE

7

/UQ%HZG ITEM #4 ACCESS DRIVE

GRAVEL EMERGENCY ACCESS DRIVEWAY DETAIL

31_0»

(N.T.S.)

,W.-loz

BLUE PAINT (SEE GENERAL NOTE #3 ON
\‘ DRAWING SP—2.1 FOR PAINT TYPE)
——0"—4" (TYP)

PAINTED HANDICAP SYMBOL DETAIL

(N.T.S.)
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6’ MAX. MINOR TREE

\ 7" MIN. MAJOR TREE |

— 6_"|«

VARIES

a2 >

~—

TREE BALL

™

SRR

A\,

TWO (2) STRANDS NO. 12 GAUGE
GALVANIZED ANNEALED STEEL WIRE
TWISTED IN NEW RUBBER HOSE.

TWO (2) STRANDS, DOUBLE WRAPPED
AND TWISTED.

CIRCLED WATERPROOF TREE WRAPPING
PAPER, 4” WIDE—50% OVERLAP—-TIED

\ WITH STOUT HEMPCORD AT TOP OF
\ BALL AND AT HEIGHT OF SECOND
BRANCHES.

*

6:1

<
~.
N

4n

12" VARIES

NM‘..

NOTE:

PITCH AWAY FROM TREE TRUNK.
\ FORM 4” HIGH TOPSOIL LIP AROUND EACH
TREE PIT TO FORM WATERING SAUCER.

TOPSOIL MIX BACKFILL.

CUT AND REMOVE BINDING FROM TRUNK

™~ AND AS MUCH OF BALL AS POSSIBLE.
CUT AND REMOVE BURLAP AT UPPER 1/3
OF TREE BALL.

TAMPED TOPSOIL MIX CUSHION.

/ CEDAR STAKES, MIN. 3” DIA., LENGTH
VARIES. 3 STAKES @ 120 DEG. PER MAJOR

TREE. STAKES SHALL CLEAR TREE BALL.

PROVIDE 3" LAYER OF MULCH AS SPECIFIED OVER ENTIRE WATERING
SAUCER AT ALL TREE PITS OR OVER ENTIRE TREE BED.

IREE PLANTING DETAIL

(N.

REMOVE ENOUGH WHOLE BRANCHES TO REDUCE
FOLIAGE BY 1/3 (ALWAYS PRUNE TO NODE OR
CROTCH, RETAINING NORMAL PLANT SHAPE.

DO NOT CUT LEADER.)

SHRUB SIZE AND SPACING
VARIES (SEE PLANT LIST)

VARIES

T.S.)

6" VARIES

NOTE:

CONTRACTOR SHALL HAVE OPTION OF PLANTING
SHRUBS IN INDIVIDUAL PITS AS SHOWN OR IN AN
UNINTERRUPTED EXCAVATION FOR THE ENTIRE PLANTING
BED. IN EITHER CASE BACKFILL WITH TOPSOIL MIX AS
SPECIFIED.

SHRUB PLANTING DETAIL

(N.

T.S.)

FORM 3" HIGH TOPSOIL LIP AROUND EACH SHRUB
TO PROVIDE WATERING SAUCER.

MULCH (3" LAYER) AS SPECIFIED OVER ENTIRE BED.
TOPSOIL MIX BACKFILL

CUT AND REMOVE BINDING FROM TRUNKS AND AS
MUCH OF BALL AS POSSIBLE. CUT AND REMOVE
BURLAP AT UPPER 1/3 OF BALL.

TAMPED TOPSOIL MIX CUSHION.
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